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OCXO - 1446 - 10.000M 
RoHS 

Compliant 

Transko Electronics, Inc.  3981 E. Miraloma Ave. Anaheim, CA 92806 USA 

Tel: 714-528-8000  Fax: 714-528-8017 Website: www.transko.com  E-mail:  sales@transko.com 

OCXO  50 X 50  X 19mm PACKAGE 
 
FEATURES: 

 Excellent temperature stability over temperature 

 Low aging using SC-CUT crystal 

 Reflow process compatible 

Transko Electronics, Inc reserves the right to make changes to the product (s), service (s), and specification (s) described herein without  notice.  See “Terms of Sale” for details on our website.       

  ■ SPECIFICATION   

   FREQUENCY  10MHz 

   FREQUENCY TOLERANCE ±10ppb max. 

FREQ. 

STABILITY 

Vs. OPERATING TEMPERATURE  ±0.5ppb max.(@ -10°C ~ +70°C) 

Vs. LOAD (±10%)  ±0.1ppb max. 

Vs. SUPPLY VOLTAGE (±5%)  ±0.1ppb max. 

   OPERATING TEMPERATURE RANGE  -10°C ~ 70°C 

   STORAGE TEMPERATURE RANGE  -55°C ~ 85°C 

   SUPPLY VOLTAGE  +12.0VDC ±5% 

   SUPPLY CURRENT  800mA max. during warm-up, 300mA max. when static 

OUTPUT   

   LOGIC FAMILY  Sinewave 

   LOAD  50Ω 

   LEVEL  +7 ±2dBm 

   HARMONICS  -30dBc max. 

   NOISE SUPPRESSION  -60dBc max. 

   FREQUENCY DEVIATION  ±0.5ppm min. 

   SLOPE  Positive 

   LINEARITY  ±10% max. 

   AGING (after 30days)  
DAY ±0.02ppb max. 

YEAR   ±2.0ppb max. 

   PHASE NOISE      

1Hz -90dBc/Hz max. 

10Hz -125dBc/Hz max. 

100Hz -140dBc/Hz max. 

1kHz -145dBc/Hz max. 

10kHz -150dBc/Hz max. 

  ■ PACKAGE DIMENSIONS   

 

Unit : mm 
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Pin Configuration 

1 VC or N.C. 

2 Ref. V or N.C. 

3 RF Output 

4 GND 

5 VDC 

http://www.transko.com/img/qm2_rohs_certificate.pdf
http://www.transko.com/img/qm2_rohs_certificate.pdf
http://www.transko.com/index.html
mailto:sales@transko.com

