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TCXO/VCTCXO ULTRA MINIATURE SMD (5.0 x 3.2 x 1.5mm) 
 
FEATURES: 

 HIGH STABILITY ACCURACY UP TO ±0.1ppm 

 3.3V or 5.0V AVAILABLE 

 SUITABLE FOR FEMTOCELL APPLICATION 

TXJ  MODEL  

FREQUENCY RANGE  10.000000MHz ~ 52.000000MHz 

SUPPLY VOLTAGE ± 5% 2.7V to 5.5V 

FREQUENCY TOLERANCE  ± 1.5ppm max. (after reflow @ 25°C ± 2°C) 

OPERATING TEMPERATURE  -10°C to 70°C standard 

INPUT CURRENT  6.0mA max @ Vcc=3.3V 2.4mA max. @ Vcc=3.3V 

FREQUENCY  
STABILITY               

vs.  OPERATING TEMPERATURE ±0.1ppm max. @-10°C to 70°C,  ± 0.2ppm max.@-40°C to 85°C  

vs.  SUPPLY VOLTAGE ± 5% ± 0.3ppm max. 

vs.  OUTPUT LOAD ± 5% ± 0.3ppm max. 

vs.  AGING ± 0.5ppm max. / year @ 25°C ± 3°C 

OUTPUT  

TYPE CMOS Clipped sine wave 

LEVEL 90% min. / 10%max. 0.8Vp-p min. 

SYMMETRY 50% ±5% - 

RISE/FALL TIME 5 nS typ, 10 nS max. - 

LOAD 15pF 10Kohm//10pF load 

CONTROL VOLTAGE (VTX option only)  1.5V ± 1.0V  

FREQUENCY SLOPE (VTX option only)  Positive  

VOLTAGE COEFFICIENT  ± 0.05ppm max. @ Vcc ±5%  

LOAD COEFFICIENT  ± 0.05ppm max. @ Load ±5%  

Pin Configuration 

1 NC or Vc 

2,3 NC 

4 GND 

5 Output 

6 En/Dis 

7 NC 

8 VDD 

TX - J 

PACKAGE DIMENSIONS SOLDER PATTERN 

Transko Electronics, Inc reserves the right to make changes to the product (s), service (s), and specification (s) described herein without  notice.  No liability is assumed as a result of their use or application. 

REFLOW PROFILE 

255 ±5°C 

150 ±5°C 
Pre-heating 

Soldering 

<10 Sec <120 Sec 

Note: Consult  factory for detail 

0
.8

 

1.10 

1
.5

0
m

a
x
 

0.40 

1
.4

0
 

T
O

P
 

S
ID

E
 

B
O

T
T

O
M

 

Unit : mm 

 
 PART NUMBERING GUIDE 

Tape and Reel 
TR:      1000/reel 
Blank:  Cut tape 

TXJ 3 25 J 25.000M TR P 05 

Pull ability (VCTCXO option) 
Blank: for TCXO, no PULL 
05:    ±5.0 ppm min. 
10:    ±8.0 ppm min. 
Call for Higher Pullability 

Operating Temperature 
H:       0º to 50ºC 
I:     -10º to 60ºC 
J:     -10º to 70ºC 
K:    -20º to 70ºC 
L:    -30º to 70ºC 
M:    -40º to 85ºC 

Frequency 
M:  MHz 

Output 
R:  CMOS 
P:  Clipped sine wave 

Type 
TXJ:    TCXO 
VTXJ: VCTCXO 

Stability 
10:   ± 0.10ppm  
20:   ± 0.20ppm 
25:   ± 0.25ppm 
28:   ± 0.28pm 
37:   ± 0.37ppm 
50:   ± 0.50ppm 
Other options available 

Supply Voltage 
 
Blank :  5V 
2 :       2.8V 
3 :       3.3V 

RoHS 
Compliant 
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Marking 
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  * Red is Option  
   for 8 pad solder 

Unit : mm 


